ONE DRIP EDGE PRINT APPROVED BY:
WITHOUT CONTINUOUS CLEAT e
B ( SIGNATURE) ( DATE)
A SIGNED PRINT APPROVAL SIGNIFIES A CONTRACTOR
HAS VERIFIED ALL DIMENSIONS, SIZES AND QUANTITIES.
AND MATERIAL TYPES.
~— 7 n
| 76
| FABRICATION WILL PROCEED ONLY AFTER RECEIPT OF
| SIGNED PRINT APPROVAL.
/ \ MATERIAL:
5 SLOTTED FASTENING HOLES ]
6" 0.C. 1%," RING SHANK ROOFING 24 GA. GALV. STEEL
NAILS PROVIDED |:| 040" ALUMINUM
I:l OTHER
IIAII
COLOR:
k FINISH:
1/.. 30° .
2 QUANTITIES:
/\ LINEAL FEET (12'- 0" LENGTHS)
OUTSIDE MITER(S)
INSIDE MITER(S) °
NOTES:
1. LAP SECTIONS 1" MINIMUM. PROJ ECT |N FORMAT'ON
2. FABRICATION OF MITERS AND ACCESSORIES ARE
FURNISHED STANDARD USING A NON-PENETRATING (PROJECT NAME)
QUICKLOCK JOINT.
(ARCHITECT)
(ROOFING CONTRACTOR)
(REPRESENTATIVE/DISTRIBUTOR)
:d S t EDGE SYSTEMS ONE ~ FAX:
— g e yS EI'T 1S  ooarsanswerto  CORPORATE OFFICE:  800-373-9156
AN ECONOMICAL DATE: 09/24/18 SHEET __ OF __
o N E ECONOMICAL | FAST | TESTED ROOFEDGESYsTEM ~ CUSTOMER SERVICE:  WEB SITE:
800-558-2162 METALERACOM | DRNBY:  JIC DWG: 24010-18844 | B
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